PIG® Quick Response Roof Leak Diverter
Tarp Kit

TLS1120

Specifications

Weight 2.050000
Color Translucent
Composition Diverter - PVC, Polyester; Hose - PVC; Straps - Nylon

1-76cm x 76cm Leak Diverter Tarp (TLS552-TR), 4 - 1.5m Adjustable Hanging Straps (TLS559), 1 - 305cm Drainage

Contents/Package ] ]
Hose (TLS690), 1 - Quick Connect (TLS680), 5 - 38cm x 43cm Water Mats (WTRO006), 1 - Clear Drawstring Bag
Dimensions 76 cm x 76 cm
Warnings & Not suitable for temperatures over 77°C. Nominal Dimensions: Dimensions are nominal size due to pinched corners
Restrictions and reinforced side walls.
Sold as 0
Description

Protect personnel and equipment from overhead leaks by draining/diverting liquids via a drainage hose that acts as a downspout
Flow rate is 12.6 litres/minute when used with a 1.2cm ID Drainage Hose (included)

4 heavy-duty grommets for easy installation and tear prevention

Nonpermeable tarp is vinyl coated for strength and durability; resists punctures, UV and mildew for long life

For easy installation choose hanging straps or magnetic hanging clips

Includes leak diverter tarp, quick connect adapter, drainage hose, water absorbent mats, carrying bag and adjustable hanging straps or magnetic
hanging clips
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