PIG® High-Reach Roof Leak Diverter Tarp
Kit

TLS820

Specifications

Weight 5.500000
Color Black
Composition Tarp: Reinforced PVC, Pole: Steel, Hose: PVC, Bucket: Plastic, Splash Pad: Polyester

1-89cmL x68.5cmW x 30 cmH Tarp, Black, 1 - Adjusts from 127 cm up to 274 cm Telescoping Pole, 1 - 305 cm L
Contents/Package Clear Drainage Hose (TLS690), 1 - 5 Gallon Bucket, 5 - 1.25 cm W x 30.5 cm L Velcro Straps, 1 - Black Ring, 4 - Metal
Rods, 1 - Hardware Kit (1 washer, 1 bolt, 1 allen wrench), 1 - 46 cm W x 56 cm L Mat Pad

Dimensions 69cmWx89cmLx30cmH
Warnings & Not suitable for temperatures over 88°C. Nominal Dimensions: Dimensions are nominal size due to pinched corners
Restrictions and reinforced side walls.
Sold as 0
Description

Quickly route small leaks from high ceilings that have difficult access and no attachment points by using this telescoping high-reach leak diverter
Flow rate is 12.6 litres/minute when used with a 1.2cm ID Drainage Hose (included)

Trust the safe design in heavy foot-traffic areas, from the sturdy, hard-to-tip weight distribution to the high-visibility yellow legs and Caution
message that warn pedestrians and prevent tripping

Nonpermeable tarp is vinyl coated for strength and durability; resists punctures, UV and mildew for long life

Includes Leak Diverter Tarp, Hose, Telescoping Pole,Mat Pad, Container
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