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PIG® Spillblocker Vacuum Dike

PLR280

Specifications

Weight 6.500000

Color Black

Composition Vacuum Dike - Polyurethane; Outlet Pipe - PVC; Vacuum Reducer - Polyethylene

Contents/Package 1 each

Dimensions 10 cm W x 152 cm L x 5,7 cm H

Warnings &

Restrictions

Due to the nature of softer urethane, the physical properties of these products may change over time with exposure to

certain environmental conditions like temperature, humidity and UV radiation. Typical life expectancy is 5 years. Please

inspect the stored product regularly to ensure it is in a usable state. For optimum performance, ensure that the area

where the product will be deployed is free of debris, cracks and holes. For more details and for chemical compatibility,

please call Technical Services.

Sold as 0

Description

Simply place the dike on the floor and connect to your wet/dry vacuum

Four intakes and integrated vacuum channels suck up liquid quicker than a traditional vacuum head

Ideal for spill responses or to contain and capture liquid during routine washdowns

PVC outlet pipe attaches to most wet vacuum hoses; includes two reducing couplers to fit 3,8 cm and 5,7 cm hoses

Connects to any 3,8 cm high Spillblocker Dike (connector sold separately) to create larger containment area

Polyurethane construction resist water, oils and many chemicals. Easily clean with soap and water for reuse


